Dreaming of a bold vision, striking a non-violent revolution, creating groundbreaking technology, thinking ahead of times - people who made a huge difference in the world have embraced change. At AGL, we have been leading the change by continuous innovation, setting higher goals, achieving the unthinkable and creating new benchmarks. This has enabled us to emerge as a ₹1186cr (consolidated Net turnover for year 18-19) giant in the space decor industry. In the short span of 19 years, we are one of India’s largest groups with a global footprint across 60 countries globally.

Global Presence
In over 60 countries

Youngest & Fastest Growing Tile Company of India

One of Top 3 Listed Ceramic Tiles Companies in India

1400+-
Designs

1 Lac+-
sq.mtrs. /day Capacity

10-
Mfg. units

300+-
Showrooms

13+-
Display Centres

6500+-
Touch Point

6000+-
Employees

* Includes contract labour

Expanding for a beautiful life.
The Luxurious creative & Mighty Innovation in Double Charge With All New Hi-tech Technology And Process

Resistance to Surface Abrasion
Low Water Absorption
Chemical Resistance
Thermal Shock Resistance
Frost Resistance
Breaking Strength
Flexural Strength
Stain Resistance

FLOOR TILES
EASY TO CLEAN
DURABLE & LONG LASTING
GLOSSY
0.05% WATER ABSORPTION
RICH & SEAMLESS LOOK
NANO POLISHED TO KEEP TILES STAIN RESISTANT

Size: 800x1600mm | 1000x1000mm
600x1200mm | 800x800mm | 600x600mm

Special Features of - DOUBLE CHARGE VITRIFIED TILES

explore double charge collection
experience quality product
This product is immediately available to order.

**GALAXY WHITE**

**GALAXY CREMA**

**CANYON PEARL**

**GALAXY CREMA**

**160x80cm**

Polished | 1600x800mm
This product is immediately available to order.

- **CANYON CREMA**
- **CANYON CREMA & BROWN**
- **CANYON ROYAL WHITE**
- **CANYON GREY**

**NEW**

**Durable & Long lasting**

**Easy to clean**

**0.05% Water Absorption**

**Rich & Seamless look**

**Nano polished to keep tiles stain resistant**

**Floor Glossy**

**160x80cm**

**Polished | 1600x800mm**
100x100cm Polished | 1000x1000mm

Durable & Long lasting
Easy to clean
0.05% Water Absorption
Rich & Seamless look
Nano polished to keep tiles stain resistant

Floor Glossy

GALAXY WHITE

80x80cm Polished | 800x800mm

NILE WHITE

NILE WHITE

NOVANA WHITE

TROPIC WHITE

TROPIC WHITE

TROPIC YELLOW

GALAXY WHITE

GALAXY WHITE

MTA - Make to Available
This product is immediately available to order.

NOVANA WHITE

TROPIC YELLOW

GALAXY WHITE

GALAXY WHITE

NILE WHITE

NILE WHITE

TROPIC WHITE

TROPIC WHITE

TROPIC YELLOW

GALAXY WHITE

GALAXY WHITE

NILE WHITE

NILE WHITE

TROPIC WHITE

TROPIC WHITE

TROPIC YELLOW

GALAXY WHITE
This product is immediately available to order.

**GALAXY BEIGE**

**GALAXY WHITE**

**GALAXY GRIS**

**GALAXY GRIS**

**KINGDOM WHITE**

**KINGDOM WHITE**

**KINGDOM PINK**

**KINGDOM PINK**

80x80cm

Polished | 800x800mm

- Durable & Long lasting
- Easy to clean
- 0.05% Water Absorption
- Rich & Seamless look
- Nano polished to keep tiles stain resistant
- Glossy Floor
This product is immediately available to order.

ANGELO GRIGIO  NEW
ANGELO VERDE  NEW
ANGELO CHOCO  NEW
ANGELO RUDDY  NEW

80x80cm
Polished | 800x800mm

Durable & Long lasting
Easy to clean
0.05% Water Absorption
Rich & Seamless look
Nano polished to keep tiles stain resistant
Floor Glossy

ANGELO RUDDY
This product is immediately available to order.

ELANTRA NERO

ELANTRA TAN

ELANTRA LAVA

80x80cm
Polished | 800x800mm

Durable & Long lasting

Easy to clean

0.05% Water Absorption

Rich & Seamless look

Nano polished to keep tiles stain resistant

Floor Glossy

80x80cm
Polished 800x800mm
This product is immediately available to order.

- **MATRIX BEIGE**
- **MATRIX WHITE**
- **MATRIX PINK**
- **MATRIX YELLOW**

- **80x80cm**
- **60x60cm**

Polished | 800x800mm | 600X600mm

- Durable & Long lasting
- Easy to clean
- 0.05% Water Absorption
- Rich & Seamless look
- Nano polished to keep tiles stain resistant
- Glossy Floor

80x80cm

60x60cm
MTA - Make to Available
This product is immediately available to order.

ATLANTA WHITE
ATLANTA CHERRY
ATLANTA ASH
ATLANTA BLACK

ATLANTA CREMA
ATLANTA ALMOND

ATLANTA SLATE
ATLANTA BROWN

60x60cm
Polished | 600x600mm

Durable & Long lasting
Easy to clean
0.05% Water Absorption
Rich & Seamless look
Nano polished to keep tiles stain resistant
Floor Glossy

60x60cm Polished 600x600mm
GALAXY CREMA
GALAXY OCEAN
GALAXY ANGEL
GALAXY EVALIA

GALAXY SUPER WHITE
GALAXY RIVIERA

GALAXY RIVIERA

Durable & Long-lasting
Easy to clean
0.05% Water Absorption
Rich & Seamless look
Nano polished to keep tiles stain resistant
Floor Glossy

60x60cm
Polished | 600x600mm
MTA - Make to Available
This product is immediately available to order.
This product is immediately available to order.

- **TROPIC BLACK**
- **TROPIC GREEN**
- **TROPIC PINK**
- **TROPIC YELLOW**
- **TROPIC BEIGE**
- **SUPER WHITE**

**Durable & Long lasting**
**Easy to clean**
**0.05% Water Absorption**
**Rich & Seamless look**
**Nano polished to keep tiles stain resistant**

**Floor Glossy**

**60x60cm**
**Polished | 600x600mm**
MTA - Make to Available
This product is immediately available to order.

FULL BODY Vitrified TILES

120x60cm
Polished | 1200x600mm

ROCKSTONE GREY FP
NEW

ROCKSTONE BIANCO FP
NEW

ROCKSTONE BROWN FP
NEW

ROCKSTONE NERO FP
NEW

120x60cm
Polished | 1200x600mm

ROCKSTONE BROWN FP
ROCKSTONE BIANCO FP
This product is immediately available to order.

ROCKSTONE GREY MATT
ROCKSTONE BIANCO MATT
ROCKSTONE BROWN MATT
ROCKSTONE NERO MATT

120x60cm Matt | 1200x600mm
MTA - Make to Available
This product is immediately available to order.

DELUX MALENZA
DELUX EROS

SST 5001
SST 5005
SST 5004
SST 5002

SST 5002

60x60cm
Polished | 600x600mm

Durable & Long lasting
Nano polished to keep tiles stain resistant
Rich & Seamless look
Glossy
Easy to clean
0.05% Water Absorption

MTA
This product is immediately available to order.

- DELUX MOROCCO
- DELUX BRAZILIA
- DELUX PANAMA
- DELUX MAHARAJA
- DELUX TRIVENTO
- DELUX IVORY
- IVORY MATT
- DELUX BOTTOCHINO
- DELUX WOODLAND

60x60cm
Polished | 600x600mm
## Technical Specification

### (A) DIMENSION & SURFACE QUALITY

<table>
<thead>
<tr>
<th>Characteristic</th>
<th>Requirement as per IS 13630-2014</th>
<th>Requirement as per ISO 13006:2018</th>
<th>AGL Value</th>
<th>Test Method</th>
</tr>
</thead>
<tbody>
<tr>
<td>Deviation In Length &amp; Width</td>
<td>≤ 0.5% , ± 1.0 mm</td>
<td>≤ 0.1%</td>
<td>≤ 0.1%</td>
<td>ISO 10545 Part-2</td>
</tr>
<tr>
<td>Deviation In Thickness</td>
<td>≤ 0.5% , ± 0.5 mm</td>
<td>≤ 0.1%</td>
<td>≤ 0.1%</td>
<td>ISO 10545 Part-2</td>
</tr>
<tr>
<td>Straightness of Edge</td>
<td>± 0.3% , ± 0.8 mm</td>
<td>± 0.1%</td>
<td>± 0.1%</td>
<td>ISO 10545 Part-2</td>
</tr>
<tr>
<td>Rectangularity</td>
<td>± 0.5% , ± 1.5 mm</td>
<td>± 0.1%</td>
<td>± 0.1%</td>
<td>ISO 10545 Part-2</td>
</tr>
<tr>
<td>Surface Flatness</td>
<td>± 0.4% , ± 1.8 mm</td>
<td>± 0.5%</td>
<td>± 0.2%</td>
<td>ISO 10545 Part-2</td>
</tr>
<tr>
<td>Surface Quality</td>
<td>Min. 95% of tiles shall be free from visible defects that would impair the appearance of a major area of the tiles -</td>
<td>Min. 95% of tiles shall be free from visible defects that would impair the appearance of a major area of the tiles -</td>
<td>&gt; 85</td>
<td>Closimeter</td>
</tr>
<tr>
<td>Closeness</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### (B) PHYSICAL & THERMAL PROPERTIES

<table>
<thead>
<tr>
<th>Characteristic</th>
<th>Requirement as per IS 13630-2014</th>
<th>Requirement as per ISO 13006:2018</th>
<th>AGL Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Water Absorption % By Wt</td>
<td>&lt; 0.5 Ind. 0.6 Max</td>
<td>0.08 Ind. 0.1 Max</td>
<td>0.05%</td>
</tr>
<tr>
<td>Flexural Strength (MOR) In N/mm²</td>
<td>≥ 40 KI N/mm²</td>
<td>≥ 40 KI N/mm²</td>
<td>ISO 10545 Part-3</td>
</tr>
<tr>
<td>Breaking Strength In N</td>
<td>1300 N Min</td>
<td>1200 N</td>
<td>ISO 10545 Part-3</td>
</tr>
<tr>
<td>Bulk Density (gm/cc)</td>
<td>≥ 2.0 Min</td>
<td>≥ 2.3</td>
<td>ISO 10545 Part-8</td>
</tr>
<tr>
<td>Impact Resistance</td>
<td>&gt; 0.04</td>
<td>&gt; 0.35</td>
<td>ISO 10545 Part-6</td>
</tr>
<tr>
<td>Resistance to Deep Abrasion</td>
<td>175mm² Max.</td>
<td>140mm² Max.</td>
<td>ISO 10545 Part-6</td>
</tr>
<tr>
<td>Co-efficient of Linear Thermal Expansion from ambient lamp to 100°C (K-1)</td>
<td>9 x 10⁻⁶ Max</td>
<td>6 x 10⁻⁶ Max</td>
<td>ISO 10545 Part-8</td>
</tr>
<tr>
<td>Thermal Shock Resistance</td>
<td>10 Cycle Min</td>
<td>No Damage after 10 Cycles</td>
<td>ISO 10545 Part-9</td>
</tr>
<tr>
<td>Moisture Expansion in mm/M</td>
<td>Test Method Available</td>
<td></td>
<td>ISO 10545 Part-10</td>
</tr>
<tr>
<td>Frost Resistance</td>
<td>Resistance</td>
<td>Resistance</td>
<td>ISO 10545 Part-12</td>
</tr>
<tr>
<td>Mohs Scratch Hardness</td>
<td>Min. 5</td>
<td>Min. 5</td>
<td>ISO 10545 Part-10</td>
</tr>
</tbody>
</table>

### (C) CHEMICAL PROPERTIES

<table>
<thead>
<tr>
<th>Characteristic</th>
<th>Requirement as per IS 13630-2014</th>
<th>Requirement as per ISO 13006:2018</th>
<th>AGL Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Resistance To House hold Chemicals</td>
<td>No Damage</td>
<td>Min. Class AA</td>
<td>Class AA</td>
</tr>
<tr>
<td>Resistance To Acids &amp; Alkalis (Except HF Acid)</td>
<td>No Damage</td>
<td>Min. Class AA</td>
<td>Class AA</td>
</tr>
<tr>
<td>Stain Resistance</td>
<td>Min. Class 3</td>
<td>Min. Class 2</td>
<td>Resistance</td>
</tr>
</tbody>
</table>

### Notes & Recommendation

**UNDERSTANDING ICONS**

- **Class AA**: High quality tile suitable for residential and commercial applications.
- **Class A**: High quality tile suitable for commercial applications.
- **Class B**: Standard quality tile suitable for general commercial applications.
- **Class C**: Standard quality tile suitable for general commercial applications.
- **Class D**: Standard quality tile suitable for general commercial applications.
- **Class E**: Standard quality tile suitable for general commercial applications.

**APPLICATION**

- **COURSES / HALLS**
- **UNIVERSITIES**
- **INDUSTRIES**
- **AIRPORTS / TERMINALS**
- **HOTELS & RESORTS**
- **OFFICES**
- **MALLS**
- **DISCOTHEQUES**
- **SUPERMARKETS**
- **Gyms / Fitness Centres**
- **RESTAURANTS**
- **CORRIDORS / HALLS**
- **AIRPORT**
- **MUSEUM**
- **HOTELS / RESORTS**
- **STAIN / SPILLS**
- **WET AREAS**
- **TOILET & BATHROOM**
- **AIRCHAMBER / HEAT ExCHANGER**
- **COOLING TOWER**
- **PLANT / FACTORY**
- **DOMESTIC**
- **CRICKET PITCH**
- **HOTEL / BUNGALOW**

**CHARACTERISTICS**

- **COE (Coefficient of Linear Thermal Expansion)**
- **Density**
- **Dimension & Surface Quality**
- **Flexural Strength**
- **Hardness**
- **Impact Resistance**
- **Resistance to Deep Abrasion**
- **Resistance to Scratch**
- **Resilience**
- **Stain Resistance**
- **Surface Flatness**
- **Surface Quality**
- **Surface Roughness**
- **Thickness**
- **Weight**

**Notes & Recommendation**

- All Technical Specifications in this catalogue are for Premium Grade Material only.
- SHADE/SIZE VARIATION are inherent characteristics to ceramics. Certain products purposely have variations which are part of design & process. The same have been indicated.
- It is recommended to blend tiles by mixing tiles from various boxes & check for natural hue before fixing the tiles.
- It is recommended to check the tiles before laying/fixing. Quality standards cover 1st/Premium Quality only.
- Company’s liability is limited on material that has not been laid.
- No COMPLAINT SHALL BE ENTERTAINED ON TILES ALREADY FIXED/Laid.
- The liability is also limited to the material supplied by the company; no other claim is entertained under any circumstances.
- No complaint is entertained on decoracion done on tiles, other than the ones done by Asian Ceramics India Ltd.
- It is recommended to blend tiles by mixing tiles from various boxes & check for natural hue before fixing the tiles.

**How to avoid defects & complaints**

- Use good quality Tiles
- Choose good quality Tiles with proper consideration to area intended of usage.
- Avoid careless laying of Tiles
- Avoid poor maintenance—for instance, by cleaning with strong Chemicals or with abrasive equipment e.g. metallic scrubber
- Always keep Tiled area clean & ensure dusting/mopping regularly
- Put Doormats/Foot-mats at all strategic locations to avoid loose debris/dust from entering the Tiled area
- Put Doormats/Foot-mats at all strategic locations to avoid loose debris/dust from entering the Tiled area

**List of Detergents For Removal of Stain**

<table>
<thead>
<tr>
<th>Stain (Created By)</th>
<th>Beets</th>
<th>Blood</th>
<th>Coffee</th>
<th>Cigarette</th>
<th>Edible Oil</th>
<th>Ice Cream</th>
<th>Ink</th>
<th>Juices</th>
<th>Marker Ink</th>
<th>Paints</th>
<th>Resin</th>
<th>Rust</th>
<th>Soft Drinks</th>
<th>Turmeric</th>
<th>Wine</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Solvent</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Prolong</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Turpentine</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Acetone</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Trichloroethylene</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sodium Hydroxide</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Potassium Hydroxide</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Rubber</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Polyester</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Paper</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Wood</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Glass</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Metal</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Ceramic</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Diamond</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Paints</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Resin</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Wax</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**DISCLAIMER**: Asian Ceramics India Ltd reserves the right to delete & amend either totally or partially, any of the colors, shapes, sizes, references and other technical specifications contained in this catalogue at anytime. The colors shown of tiles in this catalogue are purely illustrative and limited to printing process. Please refer actual sample before final selection. The details of sizes, colors, references should be verified for typographical errors. All complaints need to be reported within 10 days of purchase. Always follow instructions to avoid complaint due to bad manufacturing.
Corporate Office & Branches

AGL BIGGEST LUXURY THE ARCADE AHMEDABAD

AGL Display Centre - Ahmedabad
Display Centre
S.G. Highway, Nr. Gota Cross Road,
Nr. IOC Petrol pump, Himmatnagar
Ahmedabad - 382481.

AGL Display Centre - Bangalore
B-10, Parivartan Complex,
Opp. Kubera Cinema, 8A National Highway,
Bangalore - 560027

AGL Display Centre - Chennai
New No. 15, Farad Hotel,
Opp. Kodambakkam High Road,
Nanganallur, Chennai - 600034

AGL Display Centre - Kochi
New No. 20/29, Southbridge Mall,
Kochi - 682001

AGL Display Centre - Hyderabad
No. B-25/69, Hor. No. 39,
Road No. 5, Lakshmipur,
Hyderabad - 500034

AGL Display Centre - Jaipur
1, Chom Tower, Opp. Metro Pillar no 31,
Gopalpura Bypass, Jaipur - 302022

AGL Display Centre - Kolkata
AGL Display Centre - Mumbai
K. Valliyakulam-Gara, 690526, Oachira,
Ph: 9446005740

AGL Display Centre - Delhi
K.V.S. GRANITES
H. No. 3-7-172, Sathavahana Nagar,
Besides Srikara Hospital, L.B. Nagar,
Hyderabad - 500078

AGL Display Centre - Kolkata
AGL Display Centre - Jaipur
K.V.S. GRANITES
H. No. 3-7-172, Sathavahana Nagar,
Besides Srikara Hospital, L.B. Nagar,
Hyderabad - 500078

AGL Display Centre - Delhi
K.V.S. GRANITES
H. No. 3-7-172, Sathavahana Nagar,
Besides Srikara Hospital, L.B. Nagar,
Hyderabad - 500078

RURAL BUILDINGS MATERIAL CO - BENGALURU
C/o. Amazoone Ceramics Ltd.
S.G. Highway, Nr. Gota Cross Road,
Bangalore - 560027

DISCLAIMER: Asian Granite India Ltd. reserves the right to delete & amend either totally or partially, any of the colors, shapes, sizes, references and other technical & dimensional contents contained in this catalogue at any time. The colors shown in this catalogue are purely illustrative and limited to printing process. Please refer actual sample before final selection. The details of sizes, colors, references should be verified for typographical errors. All complaints need to be reported within 10 days of purchase. Always follow instructions to avoid complaint due to bad masonry.